Polyethylene
compounds for cables




Description

Ethylplus is a range of polyethelene and halogen free compounds specially designed for those applications requiring superior thermo-
mechanical properties, outstanding heat resistance and high electrical properties.

Product range

Properties Test method Unit Ethsyérélus Eé?glalgs Eg;g;lr;:gs
g e
Density I1SO 1183 gr/cm3 0,923 0,932 0,950
Hardness at 15” ISO 868 Shore D 45 48 57
Tensile strength at break (v = 50 mm/min) 1ISO 527 N/mm2 >12 >12,5 >18
Elongation at break (v = 50 mm/min) 1ISO 527 % >400 >450 >400
Melt Flow Index (2,16Kg at 190°C) ISO 1133 gr/10 min 05 0,26 09
Volume Resistivity 20°C (Alternating Polarity Method) i lecl acm >1x1016 >3x1016 >1x 106
Properties Test method Unit Egﬁml_l;s E;:g Iﬁl(l;ls
Description Ex?_alijnggble Ex;ﬁé&g;l?le
Gas injection

Density ISO 1183 gr/cm3 0,928 0,948
Hardness at 15” ISO 868 Shore D 44 56
Tensile strength at break (v = 50 mm/min) 1ISO 527 N/mm2 >12 >18
Elongation at break (v = 50 mm/min) ISO 527 % >350 >300
Melt Flow Index (5 Kg at 140°C) 1ISO 1133 gr/10 min 8 6
Volume Resistivity 20°C (Alternating Polarity Method) A oao s Qcm >1x1016 »2% 1018
Properties Test method Unit 61E9t||1¥)lpBl'ilasck ngtnnglTasck
Description leahck LI?PE Black HI?PE

eathing Sheathing
Density 1ISO 1183 gr/em3 0,933 0,950
Hardness at 15” ISO 868 Shore D 46 57
Tensile strength at break (v = 50 mm/min) 1ISO 527 N/mm2 >15 >18
Elongation at break (v = 50 mm/min) ISO 527 % >300 >400
Melt Flow Index (2,16Kg at 190°C) 1ISO 1133 gr/10 min 0,35 0,9
Volume Resistivity 20°C (Alternating Polarity Method) AESIZMrEc%:: s Qcm >5x1019 >5x1019
Packaging

Ethylplus is sold in 15Kg. Plastic sacks on pallet or Kg. 1000 Oktabins
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